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Location - Supply Zone 

world-wide bunker supplies
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Queens Channel

Anchorages

Oikos Storage

Tongue Anchorage

Holding area

Falmouth

Portland

PLA 

Boundary

4 New bunkers-only facility in the outer Thames Estuary offering three dedicated anchorage positions.

4 Close proximity to shipping lanes, offering minimal deviation time.

4 Good protection ŦǊƻƳ ǇǊŜǾŀƛƭƛƴƎ ǎƻǳǘƘ ǿŜǎǘŜǊƭȅ ǿŜŀǘƘŜǊΣ ōȅ ǎƻǳǘƘŜŀǎǘ ΨƘƻƻƪΩ ƻŦ YŜƴǘΦ



4 Supply: Load directly from Rotterdam in co-

operation with Associated Bunker Contractors 

(Grindrod)

4 Products: Full range of low and high sulphur 

fuel grades available

4 Pricing: Competitive against other international 

bunker-only locations

4 Fleet: Modern, high quality & extremely 

sophisticated vessels provided by Unicorn 

Tankers (Grindrod)

4 Quality: Comprehensivequality control 

procedures in place

4 Storage:Cockett to commission a specialised 

facility near to the Thames Estuary

4 Control: Overall control of supply chain through 

the use of Grindrodgroup companies

Location - Operations

world-wide bunker supplies
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Infrastructure - Tankers

world-wide bunker supplies
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4 2008-built, 5,757 dwt LS Anne and 2009-built, 5,850 dwt LS 

Jamie from established Belgian owner LauranneShipping. 

Length is 105m and beam 16.8m.

4 Double hulled, highly manoeuvrable with equipment 

including controllable pitch propeller and bow thrusters.

4 Segregated tanks to enable supply of multiple products, 

proposed onboard storage availability of 760m3 of MGO, 

2900 LSFO and 2800m3 HSFO.

4 Dual manifolds, centre and stern to accommodate any 

receiving vessels manifold layout.

4 Achievable pumping rates of c600 m3/hr. 

4 Crane height of approx. 20m.

4 To be fitted with full anti pollution gear and pollution 

response equipment.
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